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Features,
LR ForscuttingsanysanglesfromsKH°sforwardstosKH°sbackwardRs
PR NCVManualsmitrespositioningswithsdigitalsreadoutRs
SR ThesrotaryscentersissatsthesintersectionspointsofsthessawsbladesandsthesfixedsvisesjawRs
WR InclinationsofsthessawsbladesIB°(stosreducesthesinitialsbladesimpactswhenscuttings

beamsRs
BR ColumnsswithslinearsguidewayRs
KR AutomaticspositioningsofsguidesarmRs
-R Returnsofssawsbowstosstartingscuttingspositionsorsstopstosbottomswhenscutsofs

materialRs

StandardBequipments
LR Variablesbladesspeedsdrives
PR HydraulicsbladestensionRs
SR Lasersliners
WR Vicespressuresregulators

OptionalBequipments
LR Mistslubrications
PR Topsclamps
SR Fullshighsvisesjawss
WR Rollerstables
BR Poweredsrollerstables
KR NCsMaterialsFeedsSystems

SpecificationsB
Model PK650DMS

CuttingB
CapacityB

Imm(s

● WKH
▅ WBHxKBHsIHxW(

▅ WB°sLVR WWHsxsWPH
▅ KH°sLeft SWHsxsP-H
▅ KH°sRight WWHsxsP-H

MotorsB
SawsBlade SR-BKW
Hydraulic HR-BsKW
Coolant HRLsKW

BladeBSize BWHHsxsWLsxsLRS
BladeBSpeed IMVmin( PH79H
ViseBClampingBWidth LH7K-Hmm
WorkingBheightBImm( -SH

Dimensions
Imm(s

Length LSBH
Width P-HH
Height L9BH

NetBWeight IApproxR(sKg SHHH
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